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BH140E-12  
Thermocouple Tester
Howell Instruments’ BH140E-12 Series 
Thermocouple  Tester efficiently tests up  
to twelve thermocouples with precision.

	 •	 The BH140E-12 Data Acquisition Unit (DAU) 
features 12 independent control units with 
heater probe connectors.

	 •	 Ruggedized laptop computer Data Display 
Control Unit (DDCU) controls and displays all 
functions of the tester.

	 •	 DDCU enables data entry through keyboard, 
interactive touch screen or stylus control.

	 •	 Tests and displays output of types 
E, J, K, R, S or T thermocouples.

	 •	 Compiles test data into reports that can be 
saved to hard drive or printed in various 
user-friendly formats. 
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Specifications
Temperature Control Individual, average, or automatic to selected temperatures

Power 115 (nominal) or 230 vac, 50 to 60 Hz (20A circuit breaker)

Test Ranges Types E, J, K, R, S and T thermocouples

Accuracy ±1 °F or ±0.5 °C based on input

Increments 1 °F, 0.5 °C, 0.01 mV



The BH140E-12 Data Display Control Unit uses 
state of the art software to provide detailed 
information at a glance.

Parameters for each channel include:

SP Set Point

HP Heater Probe

TC Thermocouple

OS Offset

Mode
Normal  
Average 1 
Average 2

Type Thermocouple Type

Data Display Control Unit

Typical Channel Excerpt
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Main Operating Window

Channel Screen

Quick Set Screen

Howell Instruments, Inc.  •  8945 South Freeway  •  Fort Worth, Texas  76140
www.howellinst.com  •  817-336-7411  •  Fax: 817-336-7874  •  info@howellinst.com

Portable engine test sets & trimmers


