
	 •	 Monitors Outside Air Temperature (OAT), 
Ambient Pressure (PAMB) and Compressor 
Discharge Pressure (CDP) 

	 •	 Calculates Estimated Diffuser Bleed Pad Pressure 

	 •	 Displays compressor performance

H646 
Compressor Discharge Pressure/Bleed Tester

Designed for use with the C-130 aircraft, Howell’s 
lightweight, portable H646 Compressor  
Discharge Pressure (CDP)/Bleed Tester  
accurately and efficiently:
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Portable engine test sets & trimmers

Specifications
Test Set Dimensions 5” H x 12”  W x 6” D

Test Set Weight 10 lbs

Power 115 VAC, 50 to 400 Hz

230 VAC, 50 to 60 Hz
Input CDP/Bleed: 0–200 psig

PAMB: 22–32 inHg

OAT: –60 to +90 °C
Accuracy CDP/Bleed:  ±0.05 psig

Ambient Pressure: ±0.03 inHg 

OAT: ±0.3 °C

Stored in a lightweight, portable container with 
space for the test unit, transducers and cables, the 
H646 Tester can also be used to accurately measure 
any 0-200 psig pressure parameters.
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Estimated Diffuser Bleed Pad Pressure ChartCompressor Performance Prediction Chart

The H646 CDP/Bleed Tester efficiently  
automates the compressor performance check 
outlined in the T56 engine manual.

The tester reads OAT (1) and PAMB (2), then  
provides Estimated Diffuser Bleed  
Pad Pressure/CDP (3).

Once the engine is running, the tester reads 
CDP observed from the pressure transducer (4), 
and automatically displays range percentile of 
compressor performance (5).   

The operator easily determines if compressor 
performance percent falls within a high,  
normal or low range as indicated in the T56 
manual, enabling accurate, on-the-spot 
maintenance decisions.
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Portable engine test sets & trimmers


